BASTRA glycerine-bath cooking kettle

Glycerine-bath cooking kettle, mobile

Self-supporting structure, made of high-quality chrome-nickel steel.
Mobile with 4 steering casters, of which 2 casters with immobili-
sers. Double-walled, hygienic and easy-care kettle insert, seamles-
sly welded, with double-walled lid and lid hinge.

Internal kettle with all-round, full insulation.

Four-sided cladding made of chrome-nickel steel, with an opti-
mum-quality, matttextured finish, hygienic and easy-care.

With R 1 1/4“ drain cock in a nickel-silver chrome design.

Double shell filled with high-quality glycerine as heat transfer

medium.

Direct heating via electric, screw-type tubular heating element made
of chrome-nickel steel with thermostat. Setting range 0-200° C.
Mains-compatible design with 3 m-long connecting cable and

moulded CEE plug, 16 A.

Order no. 330-
Kettle capacity
Kettle depth

Internal diameter
Width

Depth

Height

Electrical connection
Connecting load

KDN 120 GF
120 Itr

530 mm

550 mm

700 mm

891 mm

940 mm

400 V 3-N

8 kW

Glycerine-bath cooking kettle, mobile

The ideal cooking appliance for preparing soups, goulash and
other cooked dishes as well as for melting fat. A highly useful
additional appliance offering good value-for-money above all for
meat-processing, snack-producing and other catering companies.
Self-supporting design, made of high-quality chrome-nickel steel
material no. 1.4301, with a brushed finish.

Mobile with 4 steering casters, of which 2 casters with immobili-

sers.

Double-walled, hygienic and easy-care kettle insert, seamlessly
welded, with double-walled lid and lid hinge.

Internal kettle with all-round, full insulation.

With R 1 1/4“ drain cock in a nickel-silver chrome design.
Controlled via MC 40 microprocessor with preselect and operating
time options, inset into front of appliance.

Mains-compatible design with 3 m-long connecting cable and

moulded CEE plug, 16 A.

Order no. 330-
Kettle capacity
Kettle depth

Internal diameter
Width

Depth

Height

Electrical connection
Connecting load

Bayha & Strackbein GmbH - P.O.Box 1260 -

KDN 200 F
200 Itr

530 mm

700 mm

850 mm
1043 mm
940 mm

400 V 3-N
11 kW

D-59702 Arnsberg - Phone: +49(0) 29 32/481-0 - Fax: +49(0) 29 32/4 81 39



BASTRA glycerine-bath cooking kettle

Glycerine-bath cooking kettle, stationary

Made of chrome-nickel steel material no. 1.4301, glass bead-bla-
sted finish.Double shell filled with high-quality glycerine as heat
transfer medium.

Direct heating via electric, screw-type tubular heating element
made of chrome-nickel steel with thermostat, setting range 0-200°
C. With 2 insulated carry-grips, viewing glass for glycerine level,
refill nozzle for glycerine and safety overpressure tube. With 5/4*
drain cock for rapid drainage. Base with diagonal reinforcement
and 4 heightadjustable

legs. Mains-compatible design with 3 m-long connecting cable
and moulded CEE plug, 16 A.

Order no. 330- KDN 120 KDN 150
Kettle capacity 120 Itr 150 Itr
Kettle depth 510 mm 510 mm
Internal diameter 540 mm 610 mm
External diameter 610 mm 680 mm
Total height 860 mm 860 mm
Glycerine filling 32 Itr 37 Itr
Electrical connection 400 V 3-N 400 V 3-N
Connecting load 8 kW 11 kW

Glycerine-bath cooking kettle, mobile

Made of chrome-nickel steel material no. 1.4301, glass bead-bla-
sted finish.Double shell filled with high-quality glycerine as heat
transfer medium.Direct heating via electric, screw-type tubular
heating element made of chrome-nickel steel with thermostat, set-
ting range 0-200° C. With 2 insulated carry-grips, viewing glass for
glycerine level, refill nozzle for glycerine and safety overpressure
tube. With 5/4* drain cock for rapid drainage. Base with diagonal
reinforcement and 4 heightadjustable legs.

Mobile with 4 rubber steering casters @ 125 mm , of which 2
casters with immobilisers.

Mains-compatible design with 3 m-long connecting cable and
moulded CEE plug, 16 A.

Order no. 330- KDN 120 F KDN 150 F
Kettle capacity 120 Itr 150 Itr
Kettle depth 510 mm 510 mm
Internal diameter 540 mm 610 mm
External diameter 610 mm 680 mm
Total height 860 mm 860 mm
Glycerine filling 32 Itr 37 Itr
Electrical connection 400 V 3-N 400 V 3-N
Connecting load 8 kW 11 kW

Your dealer
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